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AMENDMENTS TO THE SPECIFICATION : 

Page 5/ replace the paragraph, beginning on line 3, with 
the following amended paragraph: 

--Ultimately, the device advantageously comprises a 

grill 9 partially obstructing the orifice 7 of the valve 6 so as 
to prevent the check valve 8 from falling through said orifice 7 
at the time of impact with an obstacle. Moreover, in reference to 
figure 1, the device comprises a main stack 10 made in cloth or 
like extending from the inside face to the upper face of the 
cylinder, preferably in a coaxial manner to the latter, said main 
stack 10 being open at its two ends which are integral with the 
outer wall 5. Additionally, the device comprises two secondary 
stacks 11 made in cloth or like extending in a radial manner from 
the main stack 10 to the outer wall 5 , said secondary stacks 11 
being open at their respective ends which are respectively 
integral with the main stack 10 and the outer wall 5. The main 
stack 10 and the secondary stacks 11 are used to integrate the 
head, the bust and the legs of the motorcyclist and respectively 
the arms of said pilot, the pilot's body being slipped inside 
said stacks constituted of a jacket vest when the airbag 1 is not 
inflated, as will be described later on.-- 

Page 6, replace the paragraph, beginning on line 27, 
bridging pages 6 and 7, with the following amended paragraph: 

--In a preferred embodiment of the safety device 

according to the invention in reference to figure 3, the central 
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stack 10 and the secondary stacks 11 consist in a jacket vest 19 
more or less in the form of a T-shirt or a chasuble, capable of 
being slipped on by a motorcyclist, generally by slipping the 
chasuble over the head with the arms raised, onto which is 
interlocked by any appropriate means, that being via stitching, 
welding or bonding, the longitudinal 3 and transversal 4 tubular 
elements as well as the outer wall 5, not represented in figure 
3, which are folded and held in this folded state by two bits 20a 
and 20b, represented by dotted lines, made in flexible and light 
weight cloth such as cloth containing Lycra (registered 
trademark) , placed on either side of the chasuble 19, that being 
on the back and torso of the pilot, said bits of cloth 20a and 
20b being interlocked at the pilot's shoulders and side of torso 
via buckle and fastener means of attachment 21 such as Velcro 
(registered trademark) . Thus, when the motorcyclist who has 
already slipped the chasuble 19 on hits an obstacle, the latter 
is ejected from his machine provoking the tearing off of the 
cable 16 which releases the striker of the pyrotechnic means 14 
connected to the longitudinal 3 and transversal 4 tubular 
elements which, when under pressure inflate, deploying the frame 
2 by filling the volume delimited by the outer wall 5 with air. 
The deploying of the frame 2 produces the tearing off of the bits 
of cloth 20a and 20b which maintained the tubular elements 3 and 
4 of the frame 2 as well as the outer wall 5 in the folded 
state . — 
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